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Filter for noise suppression 
Filters for application in partial discharge measuring circuits 
 
 Reduction of external interferences in PD measuring circuits  
 Analog frequency filtering 
 Available types: band-pass filter (HTF-1) or band-stop and sheath current filter (HTF-2) 
 Switchable pre-amplifiers to optimize the signal-to-noise ratio 
 Filter frequencies adjustable with rotary switch 
 Indicator for battery changing 
 
Specifications HTF-1 and HTF-2 
 

 
 

 
 
 
 

Related Products 
 

 
PD-Calibrator HTC-1 

 
 

 
 
 

 
PD-Coupler HCD-24 

 

 

 
Splitting Box HSB-1 

 

 
 

 
Measuring Impedances 

 

 
 

 

Signal input connector BNC-jack (female) 

Signal output connector BNC-jack (female) 

LED indicators Amplifier On, Battery Low 

Power supply Battery 9 V (6LR61) 
 
 

Dimensions, approx. 

Length: 174 mm 
Width: 79 mm 
Height: 80 mm 
Weight: 700 g 

 
Band-pass filter HTF-1 
High passes, approx. 40, 80, 120 kHz 

Low passes, approx. 270, 370, 470, 570 kHz 
 

Band-stop and sheath current filter HTF-2 
Center frequency of the 
stop-band 

500 - 1800 kHz, 
adjustable 

Width of the stop-band 50 kHz 
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